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Abstract

This work outlines the present design status of developments on the optimization of line of sight (LOS) charac-
teristics for the ITER bolometry collimators. The verification and measurement of the LOS of the bolometry is an
important issue for a reliable operation of the tomographic reconstruction algorithms. Therefore the ITER Bolometer
Robot Test Facility (IBOROB) is used as a diagnostic tool in order to analyse signal geometry and assess the per-
formance of different prototypes. The LOS characteristics as a function of number of apertures is presented and the
influence of a microwave filtering aperture was determined. The results of the improvement of stray light attenuation
by application of the graphite based coating AQUADAG R© are evaluated as well and an overview about the current
collimator design is given. This paper focuses on the most remarkable results and a way to further possible upgrades
is outlined. However, some results are not in accordance with the ones predicted in theoretical calculations. Thus not
all key parameters which influence the LOS could be clearly identified yet.
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1. Introduction

A crucial element of the future bolometer diagnos-
tic for ITER is the collimator. It defines the geometry
and characteristics of the LOS. As the integration of the
diagnostic in ITER requires the LOS to pass through
narrow gaps and thus the LOS to have small opening
angles, the characteristics of the envisaged design for
the collimators need to be tested on prototypes.

Considering the fraction of light from the laser reach-
ing the detector, as shown in [1], the ideal transmission
function can be calculated analytically. Comparison of
the measured values allows to assess the impact of stray
light respectively of reflections. To achieve the aim of
systematic measurements of the transmission functions
of collimator prototypes, the ITER Bolometer Robot
Test Facility (IBOROB) has been set up and brought
into operation. A set of about 100 different collima-
tor configurations were examined. The results achieved
have helped to evaluate the different design versions and
optimize the means for stray light reduction. Theoreti-
cal analysis has already indicated, that the number of
apertures inside the collimator influences the stray light
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from neighboring channels. The wall design, especially
the surface has a major influence on the LOS by reduc-
ing or allowing for reflections.
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Figure 1: Schematic drawing of IBOROB: KUKA lightweight robot
with laser and mounted beam expander. The bolometer is on the right.

2. Experimental set-up

The method used for the assessment of the LOS char-
acteristic of the ITER bolometer diagnostic components
is based on previous work performed at JET [2]. It is
currently under development for the utilization as a LOS
calibration device in ASDEX Upgrade, the viability of
the proposed method was shown previously [1].
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The laboratory assembly IBOROB consists of a light-
weight robot from KUKA Robotics, which is used to
efficiently position a laser on many points, covering
the complete viewing cone of each LOS and to direct
the beam precisely into the entrance aperture of the
bolometer. Measuring the response of the bolometer
and simultaneously the position of the robot allows for
the calculation of the transmission function, the angu-
lar étendue and finally the geometric function in recon-
struction space. A schematic drawing of the experiment
can be seen in figure 1.
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Figure 2: CAD drawing of the collimator prototype used for the mea-
surement of the LOS on the left. Three top plate and aperture designs
are shown on the right. For proper identification, the four channels
and five apertures are numbered sequentially.

The facility was upgraded for performing the mea-
surement presented in this work. It now uses an in-
dustrial single-mode diode laser (iBeam smart 640-S,
Ultra-Compact Diode Laser, TOPTICA Photonics AG).
The output power can be controlled up to 100mW.

Furthermore a beam expander (NT55-579, 20x Com-
plete Beam Expander, Edmund Optics) was added. It
was mounted in front of the laser to increase the di-
ameter of the input beam to a larger parallel output
beam. Additionally, it enables control of the beam di-

ameter which is a desired feature when the collimator is
mounted at a certain distance (here: ∼ 500mm) from the
robot. The laser is expanded to be at least twice as big
as the top plate aperture opening to generate the most
uniform and constant power deposition as possible.

Several prototypes have been built using the molyb-
denum super-alloy TZM (titanium, zirconium, molyb-
denum) and aluminum. TZM is planned to be used
for various ITER parts because of its superior thermo-
mechanical properties. A CAD drawing of the basic
bolometer prototype design used for the measurement
of the LOS can be seen in Figure 2. It also shows differ-
ent top plate and aperture designs which can be mounted
on the bolometer. In total, the current version of the col-
limator body can be equipped with up to five apertures.

The collimator is assembled from two parts which are
mounted by screws. Top plate and detector housing are
also attached with screws. The collimator has four chan-
nels. Basically, the étendue of each channel is charac-
terized by the construction parameters of the collimator
like cover plate size, channel width and diameter of the
integrated apertures. The analyzed collimator is other-
wise identical to the old version analyzed in [1] and the
channels have a similarly shaped field of view. Only
its opening angle is determined by the new apertures.
Some apertures were manufactured with integrated sub-
channels to reduce the viewing cone in toroidal direc-
tion, which vary in number and size. The top plate
can be a simple rectangular opening or alternatively, be
equipped with a microwave filtering grid. The grid con-
sists of small channels which act as an attenuating wave-
guide for microwaves in the frequency range for ITER
(∼ 170Ghz). A standardized test program for the mea-
surement was applied, with an emphasis on reliability
and reproducibility. All necessary parameters for the
measurement, like the coordinate systems, the start po-
sitions, the step sizes can be controlled by a LabVIEW
program with the ImagingLab Robotics Library Toolkit
for KUKA. It was combined with the bolometer data ac-
quisition and implemented in LabVIEW according to
[3]. For safety reasons there has been the requirement
of having a man in the loop at all times. This means that
during automated operation there is always an operator
who is able to intervene in the preprogrammed plan in
case of potential hazards.

The measurements in this work are presented in
the following way: The transmission function normal-
ized to maximum value (voltage of the Wheatstone
bridge from the investigated detector channel) is plotted
against the inclination angle in the poloidal (vertical) or
toroidal (horizontal) angle. The angles are defined be-
tween the normal of the top plate and the laser beam.
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The absolute alignment of the facility was done manu-
ally with a measurement arm (FaroArm R© Platinum).

3. Results and discussion

The main purpose was to evaluate the various colli-
mator configurations and design versions shown in fig-
ure 2 in order to approach the target specifications. The
LOS are influenced by the characteristics of the chan-
nels, apertures, walls and reflections, the used materi-
als and by the manufacturing process. Options such as
using multiple aperture configurations with and with-
out top plates are compared to each other, aimed to un-
derstand the signal characteristics. In parallel, a big
database was established which helped to see common
features of the different designs and discover future
risks. The behavior of the different prototypes for a
small viewing cone (FWHM ∼ 1◦) as a function of
number of apertures is presented in figure 3.
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Figure 3: Comparison of five different aperture configurations. A
set of all apertures (Apertures12345), the first (Apertures1), the last
(Apertures5), a combination (Apertures15) and without apertures (No
Apertures) at all.

These measurements, here in the toroidal orienta-
tion, effectively determine the minimum number of
apertures that are necessary for a given channel width.
In comparison with the ideal signal strong stray light
([−0.5◦,−1◦]&[0.5◦, 1◦]) is evident which broadens the
signal. This measurement shows that for obtaining a
small étendue multiple apertures are absolutely neces-
sary. Generally, broad viewing cones (FWHM ∼ 3◦)
show a much lesser impact of stray light because of the
less abrupt signal slope as seen on figure 4. Thus fewer
apertures could be used.

Another analysis was to identify separately the influ-
ence of the microwave filtering top plate as shown in
Figure 5. It shows the transmission function in poloidal
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Figure 4: Comparison of the same five different aperture configura-
tions as in figure 3 with a wider viewing cone.

orientation of measurements with (Figure 2: ITERBolo-
6) and without (Figure 2: ITERBolo-9) the microwave
filtering grid. The collimator version with a wide view-
ing cone shows signal disturbances in the center. This
is due to the top plate thickness of 5mm. Whether the
grids are really required for the final bolometry design
for ITER is still under discussion. However, the posi-
tion of the grid could be closer to the detector so that
the influence might get reduced.
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Figure 5: Comparison of two different top plate designs: with and
without microwave filtering aperture.

Measurement of stray light absorption by application
of a coating named AQUADAG R© 1 was determined as
well. Because of the limited access and difficult appli-
cation of ceramic coatings suitable for ITER like, e.g.
B4C or TiO/Al2O3 this coating was applied to evaluate
prospects for the development of appropriate ceramic
coatings. The coating is a water based colloidal graphite

1Trade name and shortened form of ”Aqueous Deflocculated
Acheson Graphite” (AQUADAG R© ), Permanent Mold Release Coat-
ing, from Achseon Colloids Company.
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Figure 6: Analysis of reflection attenuation with and without
AQUADAG R© applied on the collimator body.

suspension and usually used to avoid build up of static
or provide electrical screening. Due to the high content
of ultra-fine particles of graphite it can also be used to
enhance the radiation absorption and reduce reflections.
At ASDEX Upgrade and JET bolometers it was already
successfully applied.

An exact value of the difference in the absorption co-
efficient can not easily be given because especially at
flat angles the reflection coefficient depends strongly
on the surface roughness and the angle of incidence.
For this analysis a collimator configuration without any
apertures and a channel at the border (1) was selected.
The aim was to measure the difference of the reflection
absorption so a higher signal to noise ratio was expected
without the apertures. Figure 6 shows the results. The
radiation attenuation of the wall reflections can be seen
at the poloidal orientation of ∼ 1◦ and between 4◦ and
6◦. The width of the reflection corresponds approxi-
mately to the main LOS in the center. The discontinu-
ities result from the cutout in the walls intended for the
mounting of the apertures. An attenuation of roughly
30% was achieved.

4. Conclusions

The assessment of the LOS characteristic of ITER
Bolometer prototype collimators has demonstrated its
usefulness by identifying different construction prob-
lems. Different characteristics like reflections on the
side walls and the microwave grid diffraction could be
identified. IBOROB showed that it can help the evo-
lutionary prototyping process of the ITER bolometers.
It provides enough information so that the collimators
can be continually improved. The collimator design can
be guided by combining and varying results of different

measurement series. The final design will presumably
be a combination of multiple design versions.

All characteristics in the measured transmission func-
tions could not be identified but the research in this area
continues. Other design development steps will be elab-
orated, and further variations of aperture designs need
to be considered. One potential development step is to
reduce the aperture thickness because there seem to be
reflections inside the aperture itself.

The facility IBOROB is also a demonstration tech-
nology defining the main parameters of a pathway for
how such measurements could be performed on other
diagnostics for fusion devices. Currently IBOROB is
under development to be used as a calibration device
for the in situ measurement of the LOS of the bolome-
ters in ASDEX Upgrade. The experience gained during
this analysis will help to provide the basis for defining
one for ITER, compatible to the remote handling tools
foreseen in [4].

Developments are ongoing to determine the complete
two-dimensional viewing cone of each LOS. However
to accelerate the measurement procedure and to make
binding statements considering the absolute orientation,
the external calibration with the FARO measurement
arm has to be implemented in the automation procedure
in LabVIEW.
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