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Abstract. The influence of pure electron heating versus combined electron and ion heating
on a high collisionallity H-mode plasma has been investigated in ASDEX Upgrade. This was
done by replacing both neutral beam injection (NBI) and ion cyclotron resonance frequency
(ICRF) heating in small steps with electron cyclotron resonance heating (ECRH) while
keeping the total heating power constant. The stability of the global plasma parameters and
the response of the kinetic profiles on the changed heating mix and torque input is shown.
The differences in edge localised mode behaviour between the different heating mixes is
reported. The data was analysed with an interpretative transport model and linear gyrokinetic
simulations were performed to evaluate the underlying transport mechanism.

1. Introduction

Present day tokamak plasmas are heated mainly by neutral beam injection (NBI) with beam
energies of the order of 100 keV (93 keV and 60 keV at ASDEX Upgrade). In this energy
range and with a typical plasma temperature of around 2-3 keV, roughly half of the beam
energy is delivered to the electrons and half to the ions. This ratio will change drastically
in future plasma experiments like ITER and fusion reactors.To heat the plasma and drive
current between the centre and mid radius of the plasma with neutral beams, the beam energy
will be increased to much higher valuese.g. 1 MeV in ITER. Additionally, the use of electron
cyclotron resonance heating (ECRH) will be increased and the heating byα-particles (3.5
MeV) will start to play a dominant role. All of these changes will shift the balance towards
predominantly electron heated plasmas. Since the fusion power and with it the efficiency of a
fusion power plant correlates with the triple productτE ·Ti ·nDT the aim of any fusion device is
to achieve a high ion temperatureTi in addition to a high densitynDT and energy confinement
time τE . Additionally the relative reduction of the NBI power will lead to a reduced torque
input. The resulting lower rotation of the plasma might influence the stability of microturbu-
lence or MHD activity. Also, the deep fuelling by the beams will be negligible in future fusion
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devices. The impact of all these changes on the plasma when switching from NBI to other
heating methods is not well understood and therefore, further research is necessary in this area.

The recent upgrade of the ECRH system at ASDEX Upgrade [1], which can now deliver
up to 3.9 MW of heating power, provides a practical tool to investigate this matter. Addi-
tionally the improved antennas of the ion cyclotron resonance frequency heating (ICRF [2])
system provide greater flexibility in terms of heating scenarios and provide the possibility of
deeper insight into this issue. As will be shown in Section3, the ICRF heating distribution
to electrons and ions is very similar to that from the NBI, butits torque input is almost zero,
which results in a much smaller rotation of the plasma.

In Section2 and3 a comparison of ECRH versus NBI and ECRH versus ICRF heated plasmas
is presented. Section4 describes the initial observations of edge localised mode (ELM [3])
behaviour during the different heating scenarios and Section 5 presents the transport analysis
of the discharges. Finally, Section6 draws some conclusions and gives an outlook on further
planned analysis and experiments.

2. Experimental observations of ECRH versus NBI heated H-modes

To analyze the influence of different heating schemes on the plasma several discharges were
planned and executed in the 2011 campaign at ASDEX Upgrade. An overview of all analysed
cases can be seen in Figure1. All shown cases consist of a phase with at least 500 ms of
constant plasma parameters. Plotted is the heating mix consisting of NBI, ICRF and ECRH
against discharge number and time of occurrence in the discharge. The overall range covers
a total auxiliary heating power between 2 and 5 MW while the discharges with best compa-
rability are clustered around 3 MW. Highlighted are the discharges covered in this paper. #
27247 comparing ECRH vs. NBI (dashed blue boxes), # 27246 comparing ECRH vs. ICRH
(continuous red boxes), # 26982 comparing ELM behaviour (dash dotted green boxes) and #
26457 used for GS2 calculations (dotted purple boxes). In general, heating phases with NBI
only lead to a strong Tungsten accumulation, a situation regularly observed at ASDEX Up-
grade when no central ECRH is applied [4]. In Figure2 a strong increase of the concentration
of TungstencW can be seen at 4.9 s, as soon as the NBI is the only heating and the central
ECRH is switched off. For that reason, NBI only phases could only be run at the very end
of the discharges, because it leads to modes, unstable discharges and disruptions. The situa-
tion for phases with ICRF only heating are worse due to the strong tungsten influx from the
W-coated ICRF antennas so that this case could not be analysed. By replacing some of the
limiter tiles of the ICRF antennas by Boron coated tiles in the campaign 2012, the Tungsten
influx is expected to decrease, so that these experiments canbe conducted.

In this section we concentrate on discharge # 27247 which shows the typical behaviour
observed in the experiments. It is a lower single null H-modewith a magnetic field of
Bt = −2.5 T and a plasma current ofIP = 1 MA, which results in a safety factor at the edge
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Figure 1. Overview of analysed cases comparing the heating mix of NBI,ICRF and ECRH.
Highlighted with boxes are the cases covered in this paper. #27247 comparing ECRH vs. NBI
(dashed blue boxes), # 27246 comparing ECRH vs. ICRH (continuous red boxes), # 26982
comparing ELM behaviour (dash dotted green boxes), # 26457 used for GS2 calculations
(dotted purple boxes).
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Figure 2. (a) NBI, central ECRH and radiated power; (b) Tungsten concentration

of q95 = 4.0. The local central density lies in the range ofne ∼ 9 · 1019m−3. Time traces
of important plasma parameters from this discharge are shown in Figure3. In the uppermost
panel the total auxiliary heating power is shown in black. While it was kept constant at 3 MW,
the fraction of ECRH and NBI power was varied in 4 steps duringthe discharge. Highlighted
with coloured vertical bars are the four phases in which the ECRH constitutes half (green),
three quarters (yellow), one quarter (red) and the total amount of the auxiliary heating power
(blue). The total auxiliary heating power is around 2 times higher than the H-mode power
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Figure 3. Global plasma parameters of discharge # 27247: (a) total auxiliary, NBI, central
ECRH and radiated power; (b) stored energy,Hα radiation; (c) line averaged density in the
core and at the edge; (d) normalised beta, confinement factor; (e) ELM and sawtooth frequency

threshold at these densities [5]. The heating power of the NBI is shown in red. Several beam
blips were introduced to measure the ion temperatureTi and rotationvtor in the core [6] and
in the edge [7] with charge exchange recombination spectroscopy (CXRS) in the phases with
reduced beam heating. These blips can be seen in Figures3 and5 as spikes in the time traces
of the total and NBI heating power. Each group of three blips was synchronised with a scan
of the low field side separatrix positionRout in a way that the radial resolution of the measure-
ment is maximised while keeping the disturbance of the plasma as small as possible. Neither
the electron density (Figure3 (c)) nor the electron temperature are affected by the short blips.
The three frames of the CXRS measurement within one beam blipshow some scatter, but no
tendency towards higherTi values within one blip is evident. No beam blips are needed in
the third phase of discharge # 27247, since the beam at which the diagnostic is looking at is
switched on the whole time for heating. The ECRH power is shown in green. In all analysed
discharges its deposition location was in the very centre atρpol = 0.1−0.2. No toroidal angle
was introduced in order to have no current drive by ECCD. The radiated power, measured by
bolometry is shown in blue.

Despite significant changes in the heating mix, the global plasma parameters are almost con-
stant over the entire discharge. TheHα signal (black, Figure3 (b)) shows no significant
change. Also, the stored energy (WMHD ∼ 350 kJ, red, Figure3 (b)), the normalised beta
(βN ∼ 0.9, red, Figure3 (d)), the confinement factor (H98 ∼ 0.8, black, Figure3 (d)) and the
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ELM frequency (fELM ∼ 50 Hz, black, Figure3 (e)) are invariant. The sawtooth frequency
(red, Figure3 (e)) is in the same range, but shows a much larger scatter fromaround 40 to
100Hz. The volume averaged effective collisionality,νe f f = 0.1 ·R ·Ze f f · < ne > / < Te >2

[8], is around 2 for the entire discharge.

From the evolution of the electron temperature (not shown) atransition time between the
different phases of around 50ms can be seen. This is in the range of the energy confinement
time. The line averaged density shows a slower transition behaviour and takes around 200ms
to reach a new steady state (Figure3 (c)). After these transitions the plasma parameters are
fairly constant except for two modulations: On one side the core temperature is modified by
the sawtooth oscillations [9] while the variation in the density is negligible. On the other side
both temperature and density at the edge are expelled by ELMs. The measurement ofTi and
vtor via beam blips could only be done for a few time points, which have an arbitrary phase to
the sawtooth and ELM cycle. Therefore it is not possible to resolve these MHD instabilities
and all kinetic profiles are averaged over the constant period for each heating phase. This
average over roughly 0.6 seconds includes at least 20 sawtooth and ELM cycles and allows
reliable kinetic profiles to be compiled, which can be compared to each other.

The resulting kinetic profiles can be seen in Figure4. For each phase of the discharge with
varying heating mix all available profile data was fitted witha splinefit to be able to compare
them among each other. The top row shows the electron and ion temperature, the electron
density and the toroidal plasma rotation for the entire plasma radius. The second row shows
the same data, enlarged for the edge region while only the data between 5 ms after an ELM
until 2 ms before the next ELM was considered. Note the differentρpol scale of Figure4 (f).
An additional phase featuring 3 MW of NBI only heating taken from discharge # 26457 has
been included in these figures to complete the power mix scan.The characteristics of this
discharge are very similar to # 27247 (sameIP, Bt , ne, shape) and no operational deviations
are known, which would explain the differences in the resulting profiles. So the comparability
is given. Due to the increased electron heating the central electron temperature increases by
20% when only 600 kW of ECRH power is applied. Further increases of the electron heating
fraction, however, have no measurable influence on the electron temperature profile (Figure4
(a)). The ion temperature is reduced by 15% when applying at least 1.2 MW of the total
power by ECRH (almost 50%). This effect also saturates and the ion temperature profiles stay
constant even as the ECRH power fraction is increased to 100%. The electron temperature
inside the pedestal top gradually declines around 10 % when going from NBI only to ECRH
only heating (Figure4 (d)) which is only barely outside the scatter of the measureddata at
the edge. Outside of the pedestal top the identification of the electron temperature with the
radiation temperature measured by the ECE is no longer justified due to the steep gradients
and the low optical depth of the scrape off layer plasma. Therefore, no conclusion about the
behaviour of the electron temperature in this region can be drawn. The variation of the ion
temperature at the edge lies well within the scatter of the original data.
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Figure 4. Averaged kinetic profiles of discharge # 27247 during different heating phases: (a)
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The decreasing fraction of NBI heating results in a reduced torque input by the beams. This
leads to the observed strong decrease of the toroidal rotation of the entire plasma (Figure4(c)).
The data from the core CXRS and from the edge CXRS system were fitted separately to ac-
count for the different radial resolution and scatter of thetwo diagnostics and to recover the
localised structures at the edge. The rotation reaches evennegative values in the core for the
ECRH only case. The toroidal rotationvtor at the edge shows the same behaviour (Figure4
(f)). The local minimum of the toroidal rotation and the inversion of the rotation shear around
1cm inside the separatrix is typically observed in H-mode plasmas at ASDEX upgrade and
described in [10]. The poloidal rotationvpol at the edge has small values and does not show
any change with respect to the different heating mixes (not shown).

The density profiles consist of the data of the lithium beam and the DCN interferometer,
which are combined within the Integrated Data Analysis using forward modelling on the raw
data [11]. The Lithium beam sets the profile at the edge up to the pedestal top, while the inner
part of the profile is a deconvolution of the 5 DCN interferometer channels. The pedestal top
density and the entire edge density profile are not at all affected by the change in heating mix
(Figure4 (e)). All 5 cases are plotted in this figure, but the difference between them is smaller
than the line width, so that not all profiles can be seen in the figure. The central density ex-
hibits an increased peaking with increasing fraction of ECRH power (Figure4 (b))[12] which
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leads to an overall increased density. The peaking of the density profile with increasing ECRH
power is typically observed at these intermediate to high densities in H-mode operation which
are dominated by ion temperature gradient turbulence (ITG [13][14]). This stands in contrast
to the typical density pump out, which is observed at lower densities and in L-mode with
increased ECRH due to an increased trapped electron mode (TEM [15][16]) activity.

The remaining rotation in the ECRH only case represents the intrinsic plasma rotation without
external torque input which is governed by the residual stress [6][17].

For the impurity ionsvpol is the main contributor in the calculation of the radial electrical

field in the edge (Er =
1

niZie
∂ pi
∂ r − vpol,iBtor + vtor,iBpol). Since its value is very small and no

change with heating mix could be observed, an initial analysis of the data indicates that the
radial electrical field does not change when changing the heating mix.

3. Experimental observations of ECRH versus ICRF heated H-modes

Changing the heating from NBI to ECRH does not only change theheating mix but also mod-
ifies the torque input and thus the rotation of the plasma to a great extent. This rotation, its
shear and thus theE ×B velocity shear are thought to be some of the key players in thereduc-
tion of turbulent transport. For that reason, discharges were conducted, in which ICRF and
ECRH power were exchanged in the same way as the NBI and ECRH inthe previous section.
Also in this discharge, the ECRH was mainly deposited in the centre aroundρpol = 0.1−0.2.
However in the ECRH only phase the deposition locations of two of the six used gyrotrons are
moved to mid radius (ρpol = 0.5−0.6) due to a miss programmed control system. This change
does not seem to have a noticeable influence on the global plasma parameters or kinetic pro-
files. The ICRF heating system was operated at a frequency of 36.5 MHz for H-minority
heating with 5 % of Hydrogen. This leads to a broad, centrallypeaked heating profile. Like
the NBI, roughly half of the ICRF heating energy is deliveredto the electrons and half to
the ions, but more peaked towards the centre. Time traces of key plasma parameters from
discharge # 27246 are shown in Figure5. The depicted quantities are the same as in Figure3.
Figure5 (a) contains the heating and radiated powers, the ICRF heating drawn in purple. As
in discharge # 27247 the different phases of one half, two third, one fourth and pure ECRH
are highlighted with vertical bars. In this discharge theHα signal (black, Figure5 (b)) does
not change with the different heating scenarios. The total stored energy (WMHD ∼ 350 kJ,
red, Figure5 (b)), the normalised beta (βN ∼ 1.0, red, Figure5 (d)) and the confinement
factor (H98 ∼ 0.8, black, Figure5 (d)) remain constant throughout the discharge. The ELM
frequency (fELM = 40−80 Hz, black, Figure5 (e)) shows a large scatter but no fundamental
change between the different heating phases. The sawtooth frequency (red, Figure5 (e)) is in
the range offST = 50−100Hz in phases with at least one third of ECRH heating. However
in the case with the least ECRH power, it drops tofST ∼ 30Hz, discussed later. The effective
collisionalityνe f f is around 3 for the entire discharge.
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The profiles, each averaged over the constant phase of each heating mix, are shown in Fig-
ure6. The electron temperature from the different heating phases is shown in Figure6 (a) as
solid lines. The high central temperature in the case with the minimum ECRH power occurs
due to an extremely low sawtooth frequency of 30Hz. This allows the temperature to stay
at the saturated high level for most of the period and explains the observation. In the other
cases no change of the electron temperature with variation of the heating mix can be observed.
The ion temperature also does not show a significant variation with heating mix. So far no
discharges could be performed comparing an ICRF only heatedphase to a phase with only
low ECRH power. The largest change in the kinetic profiles in Section2 was observed going
from NBI only heating to a little fraction of ECRH. This comparison is still a pending issue.

Exchanging the ICRF by ECRH gradually increases the densitypeaking in the core very
similar to the case in which the NBI was replaced by ECRH (Figure 6 (b)). The pedestal top
value and the steep gradient region, however, do not change (Figure6 (e)), as in discharge #
27247. At the edge, neither the electron nor the ion temperature show changes of the profiles
when changing the heating mix.

Since the torque input of the ICRF heating is very small, the toroidal rotation also stays below
10 km/s and diminishes only slightly in the main plasma region with reduced ICRF heating
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2.

fraction. Note the reduced scale of Figure6 (c) in comparison to Figure4 (c) by a factor of 4
and of Figure6 (f) in comparison to Figure4 (c) by a factor of 2.

These observations can be compared with those from Section2, in which NBI power was
replaced step-wise with ECRH in discharge # 27247. The only change from the operational
point of view between these two discharges is the replacement of the ICRF by NBI heating.
Figure7 shows the kinetic profiles from the case with half NBI plus half ECRH power (red)
and the case with half ICRF plus half ECRH power (green). The most obvious change is the
core and edge rotation of the plasma. Neither the global plasma parameters like stored energy
or confinement nor the shape of the density and ion temperature profiles or their responses to
ECRH show any significant variation outside the scatter of the original data. The pedestal top
value of the electron temperature is slightly higher in the NBI case. The differences in the
center of the radial profiles lie within the uncertainties ofthe original data and the deviation
in the gradients outside the separatrix are due to the fact, that the plasma is getting optically
thin in this outer region, so that the real plasma electron temperature is not equal to the radi-
ation temperature anymore. Apparently the large change in rotation does influence the heat
transport only a little at the edge of the plasma and has no detectable impact in the center and
on the particle transport.
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Figure 7. Averaged kinetic profiles from discharges # 27246 and # 27247during phases with
half ECRH plus half ICRF and half ECRH plus half NBI heating: (a) electron (solid) and ion
(dashed) temperature; (b) electron density; (c) toroidal rotation; (d), (e), (f) edge data

4. Experimental observations of ELM behaviour

Variation of the heating mix does not have an apparent influence on the pedestal and on the
steep gradient zone. However a change in the ELM behaviour was found in the course of the
analysis. To analyze this behaviour a discharge very similar to the ones described above was
performed with three phases, each combining two of the available heating methods: 2.4 MW
NBI plus 1.9 MW ECRH, 1.9 MW ECRH plus 2.8 MW ICRF and 2.4 MW of NBI plus 1.8
MW ICRF heating. This was necessary to rule out the change of plasma, vessel and divertor
conditions between the different phases to a large extent. The described effects of the different
heating mixes on the ELMs could be observed in all other analysed discharges, however not
always as pronounced as presented here. Figure8 shows the time traces of ELM behaviour
relative to the ELM onset time for the three different heating mixes in discharge # 26982.
The first column shows data from a phase heated with about halfNBI and half ECRH. The
second column with about half ICRF and half ECRH and the thirdwith about half NBI and
half ICRF heating. In each case, the data from roughly 20 ELMsis over plotted. The first
two rows show two channels of the AXUV diode bolometer looking from the top to the inner
(a) and outer (b) divertor [18]. Figure8 (c) depicts the scrape-off-layer current flowing to the
inner divertor [19][20], Figure8 (d) the deposited power on the inner divertor, as measured
with thermography [21] and Figure8 (e) the loss in stored energy normalised to the value of
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Figure 8. ELM onset synchronised time traces for discharge # 26982: diode bolometer looking
from the top to the (a) inner and (b) outer divertor; (c) scrape-off-layer currents to the inner
divertor; (d) deposited power on the inner divertor, measured with the thermography; (e) loss
in stored energy normalised toWMHD before the ELM onset

WMHD before the ELM.

The measured time traces of the different ELMs overlap very nicely showing very good repro-
ducibility. On the other hand the data shows a strong variation between the different heating
phases. A distinct feature of the NBI plus ECRH case is the strong peak at the beginning of
the ELM visible in the radiation signal both in the inner and outer divertor. It is much flatter in
the other two cases. The divertor current has a steeper rising edge, and a peak value which is
15 - 30 % higher than in the NBI plus ICRF and NBI plus ICRF cases. The heat deposition on
the divertor plates is strongly pronounced, while it is almost not measurable in the other two
cases. Despite the flatter time traces in the ECRH plus ICRF and the NBI plus ICRF cases the
loss in stored energy is very comparable between the different heating mixes.

The observed effect of the strong rise in the divertor measurements in the first case likely
results from an interplay between NBI and ECRH. It is not onlycaused by the NBI heating,
since it is a lot less pronounced in the NBI plus ICRF heating case.

5. Heat transport analysis

The discharge comparing NBI with ECRH was also analysed withrespect to the heat trans-
port with ASTRA [22]. The results of this interpretative heat transport analysis are pictured
in Figure9. The first row shows the radial profiles of the power depositedby the ECRH to
the electrons (Figure9 (a)), by the NBI to the electrons (Figure9 (b)) and by the NBI to the
ions (Figure9 (c)). By integrating the two NBI deposition profiles over theplasma volume,
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one can see that the heating power delivered to the electronsand to the ions is almost equal,
but the radial distribution differs. The power transferredfrom electrons to ions by Coulomb
collisions is depicted in Figure9 (d). A very strong increase of this exchange term with in-
creasing ECRH fraction is evident. This arises from an increased temperature difference and
increasing density. SinceTe andTi are very similar in the edge region, the exchange term is
very sensitive to small variations in the temperatures, which cannot be resolved by the mea-
surement. For that reason, the heat fluxesQ and the heat diffusivitiesχ in the edge cannot be
trusted (region marked with gray shaded vertical bars).

The second row shows the radial profiles of the electron and ion surface integrated heat fluxes
(Qel Figure9 (e) andQion Figure9 (f)). Qel naturally shows a strong increase at the location
of the ECRH deposition which increases with ECRH heating power due to a larger energy
input. In the case of NBI only heating, the power going to electrons by NBI and ohmic heat-
ing cancels almost entirely with the radiated power and the power going to ions by Coulomb
collisions over the whole radius. Towards the edge aroundρpol ∼ 0.8 the electron heat flux
goes down to zero because all the energy is transferred to theions. As a result,Qion shows
a steady increase towards the edge.Qion has a tendency towards slightly higher values with
increasing ECRH fraction over the whole plasma radius. The electron and ion heat diffusivi-
tiesχel andχion are shown in Figure9 (g) and (h). The grey shaded areas in the center of the
plasma should not be considered since ASTRA has difficultiescoping with the strong gradi-
ents near the very localised ECRH power deposition locationand a limited radial resolution.
The electron heat diffusivity is around zero in the NBI only case since the electron heat flux
is negligible. In all other cases it has a value of around 1m2/s at mid radius and does not
show any change with the heating mix within the uncertainties of the evaluation. The ion
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heat diffusivity shows a steady increase from around 1.5 m2/s in the NBI only case to 3m2/s
in the ECRH only case. This strong energy transfer from the electron to the ion channel is
accountable for the only slight change of the kinetic profiles. This results in the invariance of
the global plasma parameters and performance when going from NBI heating to pure ECRH.

In addition to this interpretative heat transport analysis, the nature of the underlying microtur-
bulence responsible for the heat transport was also explored. On one hand in fusion plasmas
the electron temperature gradient mode (ETG) [23] can be present, an electron gyroradius
sized instability. On the other hand also ion gyroradius sized instabilities can occur which are
the ion temperature gradient mode (ITG) and the trapped electron mode (TEM). The theoreti-
cal growth rates and the frequencies of these modes were calculated with the linear gyrokinetic
code GS2 [24] for discharge # 26457 at mid radius for the three heating phases NBI only, half
NBI plus half ECRH and ECRH only. The growth rate and the frequency have been nor-
malised tove/R and wave numbers toρe for ETG modes, whereas tovi/R andρi for ITG
modes. The growth rate is shown in Figure10(a) where the normalization leads to two peaks
in the spectrum, one for the ETGs, one for the ITGs and TEMs. The growth rate of the latter
exceeds the growth rate of the ETG at least by a factor of 3 for all cases, so it can be expected
that the transport is dominated by ion orbit sized microinstabilities. In Figure10(b) the mode
frequency is plotted, again showing two separate features for the ETGs and the ITGs/TEMs.
The positive values of the ITG/TEM branches for all three heating mixes implies a rotation
in the ion diamagnetic drift direction, which identifies theITG as the dominant mechanism of
radial heat transport. No difference in the fundamental nature of the turbulent transport could
be observed, since the situation is the same for all three heating mixes. However a progressive
reduction of the mode frequency going from NBI only heating to ECRH only is evident. This
is a sign of increased influence of the TEM when going to higherelectron heating fraction,
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but it does not take over the turbulent transport.

6. Summary and outlook

Experiments were carried out in which the mixture of electron and ion heating was varied from
around 50 % (NBI only) to 100 % (ECRH only) of electron heating, while the total heating
power was kept constant. The analysis of these experiments does not show any degradation
in the basic plasma parameters and performance when replacing NBI and ICRF heating by
ECRH. Furthermore almost no difference between NBI and ICRFheating could be observed.
The application of low amounts of ECRH power leads to a slightincrease in the electron
temperature and a slight decrease in the ion temperature. Both effects saturate when ECRH
power amounts to one third of the total applied power. With increasing fraction of ECRH a
slight increase in density peaking and a severe drop in rotation can be observed. When going
towards pure electron heating, the energy exchange term by Coulomb collisions is getting
larger, so that the electron heat flux is approaching zero towards the edge of the plasma. On
the other hand the heat flux in the ion channel is independent on the heating method and is
increasing towards the edge. The nature of the underlying microinstability (ITG) does not
change in this high collisionality domain when changing theheating mix. The ELM onset
is much more pronounced in the cases of NBI and ECRH plus NBI heating compared to
cases of ECRH only and mixed cases with ICRF heating. These first experiments on directly
comparing ECRH with NBI and ICRF heating in H-modes show thatthe application of wave
heating does not come with a degradation of plasma performance in the analysed parameter
space. To widen this parameter space and to clarify the open questions further investigations
will be carried out in the next campaign at ASDEX Upgrade.
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