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Abstract

Individual nanoparticles embedded in molecu-
larly thin films at planar substrates and the re-
sulting film surface distortion (meniscus) ad-
jacent to the nanoparticles are investigated
by conventional optical reflection microscopy.
Even for nanoparticles much smaller than the
Rayleigh diffraction limit the meniscus creates
such a pronounced optical footprint that the
location of the nanoparticles can be identified.
This is because the decay length (lateral exten-
sion) of the meniscus exceeds the size of the
nanoparticle by orders of magnitude. There-
fore, for the first time, the exact shape of the
meniscus of the liquid adjacent to a nano-size
object could be measured and analyzed. The
meniscus has a zero curvature shape (cosine
hyperbolic). The liquid in the meniscus is
in pressure equilibrium with the far-field pla-
nar film. The decay length decreases with de-
creasing nanoparticle size. But it is indepen-
dent from the far-field film thickness. Suppos-
edly the decay length is determined by Van
der Waals interactions (VdW) although it is
unknown what determines its (unexpectedly
large) absolute value. The presented techni-
cal approach may be used to investigate bio-
logical systems (for instance surface distortions

in supported membranes caused by proteins or
protein aggregates).

Introduction

Small objects embedded in thin films are ubiq-
uitous in nature.1–6 They are a topic in basic
research7–12 and proposed as well as used for
applications.13–17 If the particles are larger than
the film thickness, they ”stick out”. There-
fore they will distort the adjacent film surface
(cause a ”meniscus”). The geometry of this
meniscus is of interest in applied and fundamen-
tal science, because it reflects the interactions
between the particle and its environment and
is a measure/cause for the interaction between
neighbouring particles. Therefore the meniscus
geometry is an important system parameter.

For micrometer-sized and larger systems
meniscus shapes have been investigated ex-
perimentally and theoretically.18–21 For smaller
i.e., truly nanometer-size systems, with parti-
cle diameters and really thin films (thicknesses
� 1µm), meniscus geometries have been stud-
ied experimentally up to now only for solid
systems. For instance, systems with particles
embedded in polymeric films were imaged by
atomic force microscope (AFM),22–25 scanning
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electron microscopy (SEM)22,26 or with con-
focal optical methods.27–33 In these cases the
meniscus geometries were affected by the so-
lidification process. They may not reflect the
equilibrium situation of the particles embedded
in the mobile/liquid film. This case, meniscus
shapes in the vicinity of nano-size particles em-
bedded in very thin liquid (mobile) films, has
not been investigated up to now. The shape
of the meniscus of a liquid film adjacent to a
nanoparticle (NP) is still unknown. It is still
unknown how it depends on particle size, on
film thickness, on film properties (surface ten-
sion), on substrate properties, etc.

If the size of NPs is well below the resolu-
tion limit for visible light (Rayleigh limit34),
their imaging is impossible with conventional
optical microscopy. It has been shown how-
ever, that it is possible to identify the location
of nano size objects with conventional optical
microscopy through their refraction/diffraction
signature e.g., by the ”caustics” caused by sur-
face distortions.35 The optical diffraction signa-
ture is usually weak but it can be enhanced by
sophisticated image processing (oversampling,
background subtraction, contrast enhancement,
etc.36). Slight defocussing along the optical
axis37–40 may also enhance the diffraction signal
in particular with particles embedded in thin
films.35,41

In the following we present a new approach to
(1) determine the location of NPs embedded in
a molecularly thin liquid film and (2) measure
quantitatively the adjacent meniscus shape. A
special interference enhanced optical reflection
microscopy setup enables the determination of
the location of even very small NPs (diame-
ters � 100 nm) embedded in liquid films. The
meniscus shape as well as the far-field liquid
film thickness are measured with nm precision.
It is found that in comparison to the vertical
scale the lateral scale of distortion reaches out
further by orders of magnitude more.

MATERIALS AND METHODS

Solvents and polymers.– As solvents were used:
Toluene (99.97 %, Sigma Aldrich), n-nonane
(99.8 %, Sigma Aldrich), ethanol (99,96 %,
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Figure 1: Reflection optical interference mi-
croscopy imaging

VWR Chemistry and Chemicals), acetone (99.3
%, J.T. Baker), and water (milliQ). The
polystyrene was from Polymer Source Inc (Mw
= 45 kg/mol).

Nanoparticles.– Pt-NPs of different diameters
dNP were synthesized according to Bigall et al 42

(typical size variation of ± 20 % (SEM) within
batches of the same NP size sorted by centrifu-
gation, see also supplement). They were sus-
pended in water.

Substrates.– Single side polished silicon wafers
((Si(100), p, d=20 cm, Siegert Wafer, Aachen,
Germany) with an artificially grown oxide layer
of 500 Å (wet oxidation) were cut/broken
into substrates of ≈ 2 cm × 2 cm. These
substrates were then supersonicated while se-
quentially submerged each for 5 min in wa-
ter, ethanol, acetone, ethanol, and water.
Then the substrates were submerged in piranha
(H2SO4(98 %)/H2O2(30 %): 3/1) for 30 min at
70 ◦C. After copiously flushing with water and
sonication in water (10 min) the samples were
finally stored in water for at most 6 h until use.
Directly before use they were dry-blown with
nitrogen (purity 5.0).

Film formation by spin casting.– Liquid films
were formed on the planar silicon substrates by
evaporative spin casting, a well-characterized
method to form thin planar films from volatile
liquids.43 With this method also permanent
planar films or permanent coverages of NPs can
be prepared in a well-controlled way by depo-
sition of liquid mixtures of volatile and non-
volatile components.44

Reflection optical microscopy setup.– Figure
1 shows the experimental setup to optically de-
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termine on-line and locally (within lateral opti-
cal resolution) the (time-dependent) thickness
of the liquid film during the spin cast process.
It allows to determine the local, time-dependent
liquid film thickness and the location of individ-
ual NPs.

The sample is imaged from the top in
reflection mode45 (microscope head: Axio
Scope.A1 Vario, ZEISS; camera: EoSense R©CL
MC1362, Mikrotron GmbH; illumination: 6 W,
λ = 445 nm, LDM-445-6000, LASERTACK,
de-speckled by rotational diffusor). With
the applied optics (objective (Olympus SLM-
PLN50x, NA=0.35) nominally a sample area
of ≈ 0.35 µm x 0.35 µm is imaged on a sin-
gle camera pixel. The setup enables the
quasi-stationary, momentary imaging of the
(thinning) film at quasi-constant film thick-
nesses, because typical evaporative film thin-
ning speeds (1000 nm/sec) are slow compared
to the shortest snap-shot imaging time (1 ms).

Determination of the liquid film thickness.–
For film thicknesses investigated here, the sub-
strate/film and the film/air interfaces are im-
aged simultaneously on the camera sensor (their
distance is smaller than the depth of focus).
Both interfaces reflect some of the illuminating
light. Therefore the locally measured (imaged)
intensity is modulated by interference effects
i.e., the locally imaged intensity depends on
the local film thickness (see supplement). With
a continuously changing film thickness, the lo-
cally imaged intensity is continuously changing.
In addition, because the thickness changes dur-
ing evaporative film thinning are larger than
λ/(2n) (n = refractive index of the film), the
recorded reflected intensities oscillate between
minima and maxima. As a result, from the
relative and absolute local intensity variations
in combination with the known refractive in-
dices, a sophisticated imaging software (back-
ground subtraction, etc), and an additional in-
terference contrast enhancement through an ar-
tificial silica layer on top of the silicon wafer,
the local film thickness can be determined with
sub-nm resolution45,46(for a discussion of spa-
tial resolution-limiting diffraction effects, see
below).

In sum, it should be noted that from the

spatio-temporal intensity evolution observed by
the camera it is possible to derive the abso-
lute thickness and the absolute time evolution
of the undistorted, planar (= laterally uniform
intensity), ”far-field” film sections (h∞) as well
as the geometry of the distorted film sections
(z(r) = h(r)−h∞ = meniscus profile near NPs),
at the same time.

Identification of the location of individual
NPs.– Individual spherical NPs embedded in a
liquid film thinner than the diameter of the NP
usually distort the surface of the film adjacent
to the NP. The liquid forms a radially symmet-
rical meniscus, which modifies the locally re-
flected intensity. The center of this modifica-
tion identifies the location of the NP.

AFM and thickness of deposited films.– The
surfaces of the samples were also imaged
and analyzed by AFM (tapping mode, JPK
Nanowizard 3, tips from MikroMasch, tip ra-
dius 10 nm (HQ:NSC15/AlBS)). The thickness
of dry polymer films was estimated from the
depth of scratches performed with the AFM
tip. With more precision the thickness of
dry polymer films was determined by ellipsom-
etry (M033K001, Physical Instrument, laser:
632.8 nm, sampling area: 0.25 mm2, refraction
index of PS = 1.5842). The index of refraction
of the uncoated silicon substrate was measured
as 3.855, for the silica oxide it was 1.457. The
thicknesses of measurements at different loca-
tions typically varied by less than 2%.

Preparation of specific NP coverages.– The
NPs were deposited by spin casting of aque-
ous NP suspensions. To achieve a specific NP
coverage, ΓNP , it has been shown43–45 that
ΓNP = cNP · htr, with ΓNP = number of NPs
per substrate area, cNP = number of NPs per
suspension volume. htr is the so-called ”transi-
tion height”, which marks the system-specific
film thickness, below which film thinning is
dominated by evaporation. Therefore, all the
NPs contained in a film of thickness htr are fi-
nally deposited. This means for instance that
a NP coverage of Γ = 2.4× 109 particles/m2

(equivalent to an average distance between NPs
of 20 µm) can be achieved by spin casting an
aqueous suspension with a NP concentration of
cNP ≈ 5× 1011 particles/L, because for htr ≈
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4.4 µm for H2O and ω = 1000 rpm.

OPTICAL FOOTPRINTS OF
NPS AND THEIR MENISCI IN
LIQUID FILMS OF VARIOUS
THICKNESSES

Figure 2(a) presents a sequence of interference
microscopy snapshots, which were recorded
during the evaporative thinning (spin casting)
of a toluene film. Before the toluene was cast
onto the sample surface already a small amount
of individual NPs of different sizes had been at-
tached to the dry silica surface by a preceding,
separate spin cast process. The NP coverage
was obtained by spin casting an aqueous NP
suspension, which contained a mixture of NPs
with diameters dNP of≈ 25, 50, 100 and 200 nm.
The process conditions and NP-concentrations
were adjusted such that the average distance
between individual NPs was in the range of sev-
eral tens of µm (see Materials and Methods sec-
tion).

Figure 2(b) shows how the momentary ”far-
field” toluene film thickness, h∞ (see Materials
and Methods section) evolves with time. h∞ is
determined from the time-dependent variation
of the ”Brightness” (gray level) of an area sec-
tion with a laterally uniform brightness through
the entire evaporation process (i.e., an area
where the film thickness is disturbed by a NP).

The data presented in Figure 2(a) show the
evaporative thinning of the film of pure toluene,
which was spin cast onto a substrate with pre-
deposited NPs. The snapshots reveal that at
certain locations spots of locally different gray
levels appear as soon as the film thickness has
decreased below certain values. The spots re-
main as the film gets thinner while their gray
levels change with changing film thickness. The
lateral arrangement of the center of the spots
does not change during the toluene film thin-
ning. The spots disappear when the toluene has
evaporated completely (spots from the largest
NPs with diameters of 200 nm are still faintly
visible even with completely dry substrates).
AFM and optical investigations on the lateral
arrangements and the surface coverage of the
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Figure 2: Snapshots of optical footprints of NPs
embedded in a thinning toluene film. Attached
to the substrate surface are individual NPs with
diameters of dNP ≈ 25, 50, 100 and 200 nm. The
NPs are randomly distributed and laterally sev-
eral tens of µms apart. (a) Images recorded at
various far-field toluene film thicknesses, h∞,
and cartoons of the corresponding vertical film
cross sections (not to scale laterally). (b) In red
the brightness variation of far-field (planar) film
sections with time (due to evaporation) and in
blue their corresponding film thickness, h∞.
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NPs on the dry samples prove that individual
NPs cause the spots and are located at their
center. This is shown by the cartoons next to
each microscopy image, suggesting the vertical
cross-sections through the liquid films includ-
ing the NPs. It should be noted that in the
cartoons of Figure 2(a) the lateral and verti-
cal scales are different by about a factor of 100
to enable a reasonable visualization of the NPs
and their environment.

OCCURRENCE OF OPTICAL
FOOTPRINTS AS A FUNC-
TION OF THE FAR-FIELD
FILM THICKNESS FOR DIF-
FERENT LIQUIDS

100 150 200
0
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100

150

200

dNP [nm]
500

h ∞
 [n

m
]

not visible

 visible

toluene
water
nonane

h∞dNP

Figure 3: Region where NP footprints are
not observed (”not visible”) and where foot-
prints are detected (”visible”) as function of
the NP size dNP and of the far-field film
thickness h∞ for various liquids (toluene, wa-
ter and n-nonane). The dashed line marks
h∞ = dNP . The Pt-NPs had diameters of
25, 50, 70, 100, 120, 170 and 200 nm.

Figure 3 presents results from optical imag-
ing of substrates during the evaporative thin-
ning of films of various liquids (toluene, water,
and n-nonane). The liquids were cast onto the
substrates with individual NPs of different di-
ameters dNP attached to the substrate surfaces
prior to the liquid deposition. The data are
based on measurements analogous to those pre-
sented in Figure 2. The Figure shows the range
where local optical footprints caused by NPs
are observed as a function of the NP size, dNP ,
and of the far-field film thickness, h∞. It reveals

that optical footprints of the NPs are only visi-
ble if there is a liquid film with 0 < h∞ ≤ dNP .
For dry samples and for h∞ > dNP optical foot-
prints (spots) such as those presented in Figure
2 are not observed.

MENISCUS PROFILES DE-
RIVED FROM THE LOCAL
GREY LEVELS
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Figure 4: Translation of optical footprint data
into meniscus geometries. Depicted is the case
of an individual NP (dNP = 200 nm) embedded
in toluene films of different thicknesses. Left
column: Optical reflection images at film thick-
nesses h∞ = 150, 90, 50, and 20 nm. Middle col-
umn: Gray level variations along lines through
the center of the NP. Right column: Transla-
tion of the gray levels of individual camera pix-
els into the local film thickness. Assumed is
the same relation between gray level and film
thickness as for planar film sections.

Figure 4 presents the translation of the opti-
cal footprint (locally varying gray levels) caused
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by a NP into the geometry of the surrounding
meniscus. The NP with a diameter of 200 nm is
embedded in toluene films with far-field thick-
nesses of h∞ = 150, 90, 50, and 20 nm. The col-
umn on the left shows the optical images. The
column in the middle presents the gray level
variations on a line through the center of the
location of the NP. The right column depicts
the meniscus geometry as it has been derived
from the gray level variations. For the deriva-
tion of the meniscus profiles it is assumed that
the imaged gray level can directly be translated
into the local film thickness of the imaged spot
(see Figure 2(b) and Methods section). Even
though the diameter of the NP is much less
than 1µm, the meniscus profiles extend up to
≈ 10µm away from the location of the NP (the
lateral and the vertical scales of the plots of
Figure 4 are different by about two orders of
magnitude). The plots show that the optically
measured height in the center at x = 0 does not
match the (known) height of the NP. It is dif-
ferent for different h∞, decreasing from about
180 nm for h∞ = 150 nm to about 120 nm for
h∞ = 20 nm. This is an optical artifact. The
lateral extension of the NP is smaller than the
diffraction limit. The data indicate that a one-
to-one translation of the gray levels of individ-
ual pixels into a corresponding local film thick-
ness is a crude approximation, which may be
quantitatively wrong. Therefore the validity of
such an analysis has to be investigated. This is
done in the following section by a comparison
between optical and AFM data.

NPS EMBEDDED IN SOLID
POLYMER FILMS: MENISCUS
PROFILES DERIVED FROM
AFM AND OPTICAL MI-
CROSCOPY

Figure 5 presents a comparison between AFM
and optical microscopy data of the same sam-
ple location with NPs embedded in solid poly-
mer films. Individual NPs were first deposited
on a planar silica/silicon substrate. Then thin
polystyrene (PS) films were spin cast onto these
samples from a polystyrene/toluene solution.
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Figure 5: Comparison between the optical and
the AFM signatures of NPs embedded in PS
films with a) a NP of 170 nm in diameter
(h∞ = 100 nm) and b) of 50 nm diameter (h∞ =
15 nm).c) the 70 nm NPs embedded in a PS film
(h∞ = 12 nm) were removed before AFM in-
vestigation. The gray ellipsoid represents the
spherical NPs. The optical signatures (blue
data points) were derived from the gray lev-
els in a zero-order approach (see main text).
The blue dashed line is a guide to the eye. The
AFM signature (in red) was obtained by tap-
ping mode.
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The optical and the AFM investigations were
performed after complete evaporation of the
solvent. Cases (a) and (b) show NPs that are
embedded in the PS film. In case (c) the NP
embedded in a PS film was removed before the
investigation. The figure shows the AFM data
(false colour images and height profiles) and op-
tical imaging data (gray level images and inter-
ferometrically derived height profiles (see Fig-
ures 3 and 4)). The lateral scale is so small that
individual camera pixels of uniform gray levels
can be identified in the optical images. Never-
theless, the lateral scaling is still much larger
(µm) than the vertical one (10 nm), so that the
spherical NPs (or their outline as in (c)) in-
dicated in the figure by the gray area appear
strongly elliptically distorted.

The data show that by and large the meniscus
profiles measured by AFM and by optical in-
terferometry match. Significant differences be-
tween the ”true” (expected) and the measured
profiles appear only within 200 nm from the NP
(or from the center of its former location, as in
case (c)). Most likely these differences around
x = 0 are due to diffraction effects in the case of
the optical imaging. Very close to the NPs the
AFM data may also not reflect the true shape
of the surface topography due to the conical
shape of the AFM tip (tip convolution effect).
In the case of Figure 5(c) a NP of 70 nm diam-
eter was removed after the polymer film forma-
tion. This can clearly be seen from the AFM
data, whereas the optical data do not reveal the
crater-like shape of the surface.

The data depicted in Figure 5 reveal two im-
portant features:

1.) For comparable NP sizes and far-field film
thicknesses the lateral range of the meniscus
distortion is significantly smaller for the solid
polymer films than for liquid films of pure sol-
vents (see Figure 4). This indicates that poly-
mer enrichment in the course of the solvent
evaporation during film formation affects the
final meniscus shape.

2.) The geometrical meniscus profiles mea-
sured by AFM and by optical reflection mi-
croscopy are virtually identical within the mea-
surement errors (except for the center region
very close to the NP). This means meniscus

geometries derived from optical reflection mi-
croscopy images are quantitatively correct ex-
cept for a region of about 0.5µm around the
location of the NP.

MENISCUS GEOMETRIES

Figure 6(a) presents experimental data of the
geometry of the meniscus profiles in the vicin-
ity of a NP with a diameter of dNP = 120 nm.
For a better visualization of the meniscus dis-
tortion the linear scaling of the horizontal and
the vertical axes differ by a factor of 80 (the
spherical NPs are plotted in scale and therefore
appear distorted). The NP was embedded in
toluene films with three different far-field liquid
film heights, h∞ = 29, 42, and 71 nm (indicated
by the dashed blue lines). The two data sets
depicted represent the profiles from either sides
of the NP. According to the data the meniscus
reaches out as far as ≈ 5 µm away on both sides
from the NP. Figure 6(b) shows the same data
in a lin-log plot. The linear behaviour reveals a
logarithmic meniscus profile within most of the
meniscus range.

Figure 6(c) shows a schematic of the cross sec-
tion through the NP and the film/meniscus in
the vicinity of the NP. It presents the defini-
tions of the various parameters that are used
to fit the experimental data. It turns out that
all meniscus shapes can be fitted quite well by
a combination of a logarithmic (hyperbolic co-
sine)47 and an exponential decay:

z(r) =

[
h0 − h∞ − r0 · ln

(
r

r0
+

√(
r

r0

)2

− 1

)]
·e−

r−r0
L + h∞.

(1)

According to this equation the logarithmic con-
tribution dominates for r < L i.e., in the menis-
cus region up to where the meniscus phases out
into the planar film. In this transient region
away from the NP, close to r = L, the expo-
nential contribution provides a smooth transi-
tion between the essentially logarithmic menis-
cus shape and the flat film. It should be noted
that the profile of Equation 1 formally describes
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Figure 6: Meniscus geometries derived from
optical reflection microscopy. (a) Lin-lin-plot
of the meniscus profiles around a NP with
dNP = 120 nm, embedded in toluene films of
h∞ = 29 nm, 42 nm, and 71 nm as indicated by
the blue dashed lines. Each curve consists of
two sets of data points (from both sides of the
NP) The red dashed lines show a hyperbolic
cosine fit of the data points. The vertical and
horizontal scales are different by about a factor
of 80. (b) Lin-log-plot of the data shown in (a).
(c) Cartoon of the assumed meniscus profiles
and definition of the various parameters.

a meniscus shape with its left vertex contacting
an (imaginary) vertical round cylinder of radius
r = r0 at a height z = h0 with a contact angle
of Θcyl

c = 0. Mathematically this profile is iden-
tical to a meniscus, which intersects a NP with
radius R at r = rc and at a height z = hc with a
contact angle ΘNP

c between the liquid and the
NP surface (for details see supplemental mate-
rial).

Figures 6(a) and (b) demonstrate that the ex-
perimental data can nicely be fitted (red dashed
curves) with the profile described by Equa-
tion 1. The linear-logarithmic plot Figure 6(b)
shows a linear behaviour in virtually the entire
meniscus range between the contact with the
NP and the transition to the planar far field
film surface. Practically, for fitting the exper-
imental data, the exponential contribution of
Equation 1 is rather negligible. It is only nec-
essary to formally provide a smooth connection
between the logarithmic meniscus profile and
the planar far-field film surface. Figure 6 (b)
also shows that fits of the experimental data
with meniscus profiles according to Equation 1
yield rather well-defined distortion lengths L.
Regarding interfacial physics, the logarithmic
meniscus shape means that the liquid surface on
the meniscus has nowhere a net local curvature.
Hence there is no capillary pressure difference
between the liquid in the meniscus section and
the liquid within the surrounding planar film.

UNIVERSAL MENISCUS PRO-
FILE ANDDISTORTION LENGTH
L

All the individually measured experimental
meniscus profiles can be fitted quite well with
the profile described by Equation 1, yielding
different L, Θc, hc, rc, as well as h0 and r0 for
the different known/measurable R and h∞. Be-
cause all menisci can universally described by
Equation 1 they also can be plotted in a univer-
sal way with proper axis scaling. This is demon-
strated by Figure 7 presenting a large number
of experimental data from different sized NPs
embedded in films of different thicknesses. The
films consisted of (a) toluene and (b) water. All
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Liquid: toluene
Θc= 50º ± 15º

Liquid: water
Θc= 50º ± 15º

Figure 7: Meniscus geometries as measured for
different NP radii, R, and film thicknesses, h∞.
The data are fitted according to the profile pre-
sented in Figure 6 and plotted in a universal
way by rescaling the x-axis (lateral distance
from the center of the NP, r) with the distortion
length, L, and the y-axis (net vertical meniscus
elevation, z−h∞) with the net distance between
the film surface and the contact with the parti-
cle at hc − h∞. Singled out by colour are those
data points, where the interference conditions
lead to a rather weak thickness contrast (or-
ange data points in (a) and blue data points in
(b)). Although technically this leads to rather
large systematic error bars, the data still reflect
the general behaviour quite well.

the fits indicate for both liquids the same con-
tact angle with the NPs of Θc ≈ 50± 10 deg.

Figure 8(a) shows a plot of the distortion
lengths L vs the NP radii R. L is derived from
fits of the experimental measured meniscus pro-
files. It can be seen that L increases with R in
a slightly non-linear fashion (assuming that the
origin is a data point). It is also observed that
L of water is always slightly larger than L of
toluene. Quite remarkable, L is independent
from h∞.

Figure 8(b) illustrates the findings presented
in Figure 8 through a combination of raw imag-
ing data from real experiments and schemat-
ics, which show the corresponding cross sections
of the liquid film plus NP in the same lateral
scale. Depicted are the cases of dNP = 200 nm
and h∞ = 90 nm as well as the combination
of dNP = 50 nm and h∞ = 12 nm. The lateral
scales of all microscope images and cartoons are
the same. The vertical scales in both cartoons
are the same but different to the correspond-
ing lateral scales (hence the strongly distorted
shape of the spherical NPs).

DISCUSSION AND CON-

CLUSION

We demonstrate that it is relatively easy to
locate with conventional optical reflection mi-
croscopy small, individual NPs, if they are em-
bedded in films about as thick or thinner than
their diameter. Their location can be detected
by conventional optical microscopy although
they are much smaller than the Rayleigh
diffraction limit. This is because the NPs
distort the adjacent film surface and it turns
out that this surface distortion (”meniscus”)
reaches out laterally orders of magnitude fur-
ther than the size/diameter of the NPs. The
unexpectedly large meniscus region creates a
rather pronounced optical ”footprint” and thus
enables the tracking of the NP location. The
NPs are located at the center of the radially
symmetrical surface distortions. They do not
move laterally during the evaporative film thin-
ning.

The configuration of individual NPs attached
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Figure 8: (a) Distortion length L vs NP radius
R as derived from the fits of the experimental
data. The open circles/squares at the origin in-
dicate the data that are expected at this point.
(b) Optical imaging raw data and correspond-
ing cartoons of the derived meniscus shapes for
the combination of dNP = 200 nm, h∞ = 90 nm
(top) and dNP = 50 nm, h∞ = 12 nm (bottom).
The lateral and the vertical scales are different
by nearly two orders of magnitude (the NPs ap-
pear as very elongated red ellipses).

to a planar surface and embedded in a film of a
thickness similar to the diameter of the NP or
less is investigated in detail. To this end pla-
nar substrates with attached individual NPs are
coated by evaporative spin casting with contin-
uously thinning planar liquid films. During film
thinning the substrate surface is investigated
with reflection optical microscopy. A combina-
tion of interferometry and optical imaging pro-
vides the local film thickness with nanometer
(vertically) and micrometer (laterally) resolu-
tion, respectively. Because the lateral extend
of menisci caused by even rather small NPs ex-
ceeds micrometers, their geometry can be mea-
sured optically. This is tested and confirmed by
calibration experiments with AFM for the case
of solid polymer films.

The meniscus shapes are measured and an-
alyzed as a function of 1.) the diameter of
the NPs, 2.) the far-field thickness of the sur-
rounding films, 3.) the composition (surface
tension) of the films, and 4.) the state (solid
vs liquid) of the films. It turns out that the
decay length L of the menisci depends on the
size of the NPs, dNP .21 L increases non-linearly
with the NP size, from a few µm for NPs
with 25 nm diameter to about 10µm for NPs
with 200 nm diameter. L is independent from
the far field film thickness h∞. In general L
is slightly higher for water films compared to
toluene films. For solid polymer films L is sub-
stantially smaller than for the liquid films. This
may be attributed to polymer enrichment pro-
cesses in the late stages of film drying, because
L of the liquid polymer/solvent solutions dur-
ing solvent evaporation is similar to the one of
the pure solvent (toluene). Even in the cases
of the system with pure solvents evaporation
may influence the meniscus shape48 (and vice
versa) e.g., through a locally varying evapora-
tive flux because of the meniscus shape (”coffee
ring effect”49). However, this appears unlikely,
because in real scale the menisci are nearly flat
and the net meniscus curvature is zero.

All menisci can be fitted with a cosine hyper-
bolic profile (except for the region at the transi-
tion to the planar film, which can be fitted with
a decaying exponential). The cosine hyperbolic
profile means that there is no net curvature in
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the meniscus region. Therefore there is no cap-
illary pressure i.e., the liquid in the meniscus
region is in pressure equilibrium with the liquid
of the far-field planar film.

The most unexpected result is the magnitude
of L. In macroscopic systems, where gravita-
tion plays a role, the capillary length (typically
millimeters) is a measure for L. On the other
hand, if the size of the particle causing a surface
distortion becomes vanishingly small, it can be
assumed that L also becomes vanishingly small.
For the intermediate range, with nanosize ob-
jects distorting the film surface, gravitation can
safely be neglected. L has never been measured
up to now in this range and it is not clear what
governs its size.21 It can be assumed that in
cases with uncharged, organic liquids (toluene)
VdW interactions (disjoining pressure) deter-
mine the meniscus shape. Yet the disjoining
pressure changes non-linearly with film thick-
ness. Therefore one would expect that the far-
field thickness h∞ has a significant influence on
L. However, this is not the case. In addition,
there is also no difference in L for substrates
with thin silica layers (1.5 nm, natural oxide
layer) and those with artificially grown thick
(50 nm) silica layers, although this should make
a difference in the Hamaker constant. On the
other hand, L is significantly different for water
and toluene.

The logarithmic meniscus shape and the dis-
tortion lengths L are quantitatively quite re-
liable measure, because they are derived di-
rectly from experimental data. This holds
in particular for the distortion lengths L. It
can be guessed already with some confidence
(10− 20%) from the raw data without any ex-
tra explicit data analysis (see for instance the
width of the ”spots” in Figures 2(a) and 4). The
numbers for the contact angles, ΘNP

c , on the
other hand, result from the extrapolation of the
meniscus profiles towards the NPs and the con-
tact of this profile with NPs that are assumed
perfectly spherical with perfectly smooth sur-
faces (see supplement). In view of this rather
indirect method and its sensitivity to relatively
small variations of the meniscus profile, the con-
tact angles are not in the focus of this report.
The data indicate that toluene and water may

have the same contact angle of Θc ≈ 50±10 deg.
But this result should not be overrated and
needs further investigation.

The shape of the meniscus and its decay
length L is scientifically of great interest. It
reflects and thus reveals the force (energy) con-
ditions in the vicinity of the NPs. Beyond that,
it is important because of the capillary inter-
actions between neighbouring NPs through the
interference between neighbouring menisci. For
instance, if L is in the range of µm even for
NPs as small as only several tens of nm, then
neighbouring NPs of this size will interact with
each other over a distance orders of magnitude
larger than their own size and far beyond the
range of direct VdW interactions.

The investigated model system of individ-
ual spherical NPs attached to planar surfaces
coated with liquid films of well defined thick-
nesses might at first sight appear quite irrele-
vant for ”real” systems. However, it refers to
configurations occurring very often in nature as
well as in applications. Ubiquitous examples
are (thinning) liquid films close to the perime-
ter of drying drops or at the perimeter of re-
treating (evaporating) flat films. Also, the in-
vestigations presented here bear some relevance
for biological systems. Molecularly thin liquid
films distorted by embedded NPs are similar to
(supported) biological membranes that are lo-
cally ”distorted” by embedded ”particles” such
as proteins or protein aggregates. Both, the
sizes of the film/membrane thicknesses as well
as the sizes of the causes of the distortion can be
comparable. Thus it is conceivable, that based
on the approach presented here, one might di-
rectly be able to measure the lateral extension
of the membrane thickness distortions caused
by protein aggregates.

In conclusion, we show how to image with op-
tical reflection microscopy the location of indi-
vidual NPs attached to planar substrates em-
bedded in liquid films as thin or thinner than
the size of the NPs. The NPs are much smaller
than the Rayleigh diffraction limit. Neverthe-
less, they can be detected optically, because
they create a distortion of the adjacent film sur-
face (meniscus), which extends laterally over or-
ders of magnitude further than the size of the
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NPs. Therefore the meniscus shape can even
be measured by optical interferometry. The
meniscus has cosine hyperbolic (zero net cur-
vature) shape. There is no (capillary) pressure
difference between the liquid of the far field
planar film and the liquid in the meniscus re-
gion. It is unknown what determines the decay
length of the meniscus. The decay length is
independent from the thickness of the far field
planar film. It decreases with decreasing size
of the NP. The observation and measurement
technique reveals the meniscus shapes of films
of nanometer thickness caused by embedded
nano size object. Therefore it might be useful
for the investigation of biological (supported)
membranes with proteins (protein aggregates)
as distortion sources.
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